
Electrical: 100-277V, 50/60Hz

Housing: Die-cast

Thermal Conductivity: 96 W/m·K

Led: Sanan

Driver: Sosen

CRI: Ra>70 ( 80 for option)

SDCM: <6

Power Factor: >0.95

THD: <15

Waterproof: IP65

Impact Test: IK08

Driver Efficiency: >93%

Protection: OTP, OCP, OVP, SCP

Lifetime: 50,000H

Surge Protection: 4KV

Operating Temperature: -40~60

TM21: L80B10>50,000H 

-40~+60

Optical options:

Functions

ZigBee PWM 0/1~10V Micro-wave

Emergency

Features

Sosen
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Sanan200

Watt Voltage Lumen CRI IP Dimension

100W 100~277V 20000LM >70(80) IP65 D308*H181

120W 100~277V 24000LM >70(80) IP65 D308*H181

150W 100~277V 30000LM >70(80) IP65 D308*H181

200W 100~277V 40000LM >70(80) IP65 D354*H183

WARRANTY
YEARS
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Fixed on up to 12 meters after installation, the high bay will be not easy 

to adjust the working program. But the user may not satisfied with the 

performance and sensitivity or Dim level is needed to adjust for different 

season. In order to make the extra work easy and no machines are 

needed, one remote control is provided to re-program the sensor.

Re-programmable

Coverage Top View

Distance range: 1  m
Battery: AAAx2
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Packing

365 365 150 1 2.20 3.00

365 365 150 1 2.20 3.00

365 365 150 1 2.20 3.00

100W 
120W
150W
200W

 

410 410 155 1 2.90 3.90

GW/CTNNW/CTNModel QTY / CTNOuter Carton(mm)
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